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REVISIONS
MARK | DATE |DESCRIPTION
05-01-18 |ADDITIONAL LANDSCAPING|
IRRIGATION PERFORMANCE SPECIFICATION GENERAL LANDSCAPING NOTES FOR ALL SHEETS
Q1> CONTRACTOR SHALL DESIGN AND PROVIDE A PRICE FOR AN T N BT O o TS LANDSCAPING. PROCT SHALL 6.
IRRIGATION SYSTEM ON THIS SITE. WATER CONNECTION
SHALL BE BY MECHANICAL. @ PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING PROPERMES. PROVIDE
BARRICADES, COVERINGS OR OTHER TYPE OF PROTECTION AS NECESSARY TO PREVENT
@ SYSTEM SHALL BE DESIGNED FOR 100X HEAD TO HEAD DAMAGE AND TO SAFEGUARD AGAINST INJURY TO EXISTING UTILITIES.

COVERAGE PROVIDING AT LEAST 17 OF MOISTURE PER WEEK.
OVERSPRAY SHALL BE MINIMIZED ONTO PAVEMENT,

CAPITO], 4

@ DAMAGE THAT OCCURS TO PLANTS DURING TRANSPORTATION AND INSTALLATION WLL BE

VENUE

40" STREET par
- T 8" RIGHT oF way SIDEWALKS, AND BUILDINGS, QUICK COUPLERS SHALL BE TS RESTICSIIEEE: IS CORSENE (CO MsEIae
T PROVIDED FOR WINTERIZATION. D AL PLANTING BEDS SHALL BE INSTALLED WTH 37 OF 2" CRUSHED ROCK MULCH, C t ti
i RIM: 65. RRICATION: CONTRAGTOR. SHALL. MAKE: ANY FELE LANDSCAPE FABRIC WITH A MINIUM WEIGHT OF 4 OZ./SY, AND WHEREVER NECESSARY, onstruction
oot e || INV. £ 60.00 6" POURED IN PLACE CONCRETE EDGING TO CONTAIN THE PLANTING BED.
N e / v MW 60.10 ADJUSTMENTS NECESSARY TO INSURE THAT THE COVERAGE D t
e | : ST IS HEAD TO HEAD. ALL CHANGES MUST BE DOCUMENTED. ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE LANDSCAPE CONTRACTOR THE ocuments
UPON COMPLETION OF THE JOB AN AS BUILT DRAWING SAME DAY THAT THE PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE BUILDING,
INCLUDING PIPE SIZES, VALVE LOCATIONS AND HEADENS THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING.
LOCATIONS MUST BE GIVEN TO THE OWNER OR OWN! .
REPRESENTATIVE. SOLITARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH April 23,2018
SHALL BE PLACED AROUND THE TREE IN A MUTTLE RING THAT CONFORMS TO THE DETAIL X
IRRIGATION CONTRACTOR SHALL FOLLOW ALL RECOM IDED FOR TREE PLANTINGS. J2 Project No. J21714
;ﬁggggﬁ,xssﬂ; 0;;?’,&’;#‘,’,%3’1’;‘;%%’%5 D CONTRACTOR SHALL PROVIDE WRITTEN WARRANTIES CONFIRMING THE FOLLOWNG:
FURNISHED TREES GUARANTEED TO LIVE AND REMAIN STRONG, VIGOROUS, AND
IRRIGATION CONTRACTOR SHALL INCLUDE THE FIRST YEARS HEALTHY CONDITION FOR 365 DAYS MINIMUM FROM DATE LANDSCAPE INSTALLATION
WINTERIZATION IN THE COST OF THE PROJECT. IS ACCEPTED AS COMPLETED.
IRRIGATION CONDUITS ®> LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING AND CARING FOR ALL
PLANT MATERIAL, AND OTHER LANDSCAPING IMPROVEMENTS UNTL THE DATE OF FINAL
@ CONTRACTOR SHALL INSTALL IRRIGATION CONDUITS TWO FEET BELOW INSPECTION AND' APPROVAL.
FINISH GRADE ACROSS PAVED AREAS TO ISLANDS AND ACROSS
S S iASn s b JAsar o
INSTALLED. CONIRA /ALL i
i KNOWN SURFA TOPSOIL IS STOCKPILED ON SITE AND WILL BE PLACE FOR THE LANDSCAPE CONTRACTOR
OO e KA TO,OMENSIONS. 10 ENORE SUBEACE & TO SPREAD AND FINISH GRADE. ALL PORTIONS OF THE SITE NOT RECEIVING CONCRETE,
UPPERT80.25 CURB_ & GUITER OR OTHER INPROVEMENTS SHALL BE COVERED WITH A MINIMUM OF 6~
LONER: 66.25~. OF TOPSOIL AND SEEDED ACCORDING TO SPECIFICATIONS.
PARKING:—52 SPACES,

@ TOPSOIL_SHALL BE PLACED AND SEEDED AS SOON AS PRACTICAL TO MINIMIZE WIND AND
WATER EROSION. BACKFILL BEHIND CURS AND GUTIERS AND SIDEWALK AS SOON AS
LE TO PREVENT WATER AND PROTECT THE IMPROVEMENTS.

K| s
D PARKING 52 SPACES

SEEDING NOTES
&) SEEDING SHALL CONFORM TO THE MOST RECENT VERSION OF THE CITY OF BISWARCK

R FOQTINGS

LOKE]
B2 FOR WATERLINE ": CONSTRUCTION SPECIFICATIONS FOR MUNICIPAL PUBLIC WORKS IMPROVEMENTS FOR
/ 1165 W TURNPIKE AAE ) ‘ b SEEDING EXCEPT WHERE MODIFIED HEREIN.
SR \IRR!CATION g CLEAR AND GRUB SITE BEFORE SEEDING ENSURING THAT THE SITE IS IN A SMOOTH
T CON"QDLL)ER - CONDITION WITH NO DEBRIS OR ROCKS LARGER THAN 2" IN DIAMETER.
(INTERIOR,

@ FERNUZE SOIL DURING THE SEEDING PROCESS USING AN APPROPRIATE APPLICATION
PROCESS. FERTLIZER SHALL BE 10-10-10 AND APPLIED AT A RATE OF 4 LBS. PER
1000 SQUARE FEET.

@ SEED SHALL BE CLASS il FOR SUNNY AREAS PER CITY OF BISMARCK SPECIFICATIONS
AND DRILL SEEDED TO A DEPTH OF 1/4" TO 1/2° AND SHALL BE EVENLY SPREAD.
AFTER SEED HAS BEEN SOWN, THE SOIL SHALL BE REPACKED IMMEDIATELY AFTER THE
SEED IS APPLIED TO FIRM THE SOIL AROUND THE SEED. NO SEED SHALL BE PLACED ON
DAYS WHERE THE WIND IS STRONG ENOUGH TO PREVENT IT FROM BEING PROPERLY
IMBEDOED INTO THE SOIL.

SEE MECH, FOR .
WATER CONNECTION /

Hollevoet Orthodontics Office Building

/ .
/ e & SEED MUST SHOW A DENSITY OF 20 TO 30 SEEDLINGS PER SOUARE FOOT BEFORE
/ 1AL ARG PR B ACCEPTANCE WILL OCCUR. THE CONTRACTOR SHALL FURNISH AND REPLACE WITHOUT
e S it
’MINATED, HA DIED, OR ARE DAMA X /A A 1
K SHRUB/PERENNIAL PLANTING DETAIL REQUIRED TO CONFORM TO THE REQUIREMENTS OUTLINED ABOVE. THE CONTRACT
f TYPICAL FOR ALL SHRUBS AND PERENNIALS NTS WARRANTY PERIOD SHALL ALSO APPLY TO THIS ITEM.
/ & CONIRACTOR SHALL BE RESPONSIBLE TO REPAIR ANY EROSION SCARS OR WASHOUTS
/
/ UNTL_THE DATE THAT FINAL SEED STAND IS ACCEPTED. SEE EROSION CONTROL PLAN
/ FOR EROSION CONTROL METHOOS.
NOT CUT LEADER.
/ PRUNE DAUAGED OR DEAD &) ALL PORTIONS OF THE SITE THAT ARE T BE SEEDED SHALL BE HYDROMULCHED.
TO PLANTNG, PANT ALL HYDROMULCH SHALL BE A WOOD CELLULOSE FIBER MULCH. MULCH SHALL BE FREE OF
‘\ curs oveR 1 o GERMINATION OR GROWTH INHIBITIVE SUBSTANCES, AS WELL AS ANY NOXIOUS WEED SEED.
. MULCH SHALL BE TREATED WITH A TACK AND FIBER TO ENHANCE SEED AND MULCH
2,8 2° PANTED STETL OR SRR ST R PLACEMENT AND ADHERENCE TO THE SOIL. THE HYDROMULCH SHALL BE APPLIED AT A
STAKES 6 LOVG, BURED \k /é‘ WRE_ ADWST TENSON BY RATE OF 2000 LOS/ACRE USING HYDRAULIC SPRAY EQUIPMENT.
i P R UM OF T oy
" q RUBSER HOSE OF EQUVALENT FENCING NOTES
PROTECIE. TRuv @) A 6’ HIGH ENCLOSURE WITH_GATE OPENING TO THE NORTHWEST SHALL BE INSTALLED
‘aammeR Y SN RPOTBALL AT AROUND DUMPSTER PAD. SEE ARCHITECTURAL PLANS FOR ENCLOSURE DETAILS.
IS CRADE. UNDE BURLAP
Gt W e [ROu BASE O e LANDSCAPING REQUIREMENTS
AT A IO RE BOCS o REQUIRED INTERIOR LANDSCAPING: PROVIDED INTERIOR LANDSCAPING:
AROUND SOUTARY TREES 520 SF 615 SF
8 SHRUBS 8 SHRUBS
seT RoomaLL on 3 SHADE TREES 3 SHADE TREES
= " gy
T ! REQUIRED STREET TREES:
IS YT Ll TURNPIKE AVENUE (148 LF) PROVIDED STREET TREES:
~=y m;“‘f';" 3 PER 100 FEET = 5 TREES 5 TREES
CAPITOL AVENUE (212 LF) PROVIDED STREET TREES:
TREE_PLANTING DETAIL 3 PER 100 FEET = 7 TREES 7 TREES
TYPICAL FOR ALL DECIDUOUS, SINGLE-TRUNK, TREES NTS
REQUIRED PERIMETER PARKING: PROVIDED PERIMETER PARKING: 4
TURNPIKE AVENUE
x* |/ 1 TREE AND 4 SHRUBS 1 TREE AND 4 SHRUBS SWENSON, HAGEN & COMPANY P.C.
CONULTING ENGINFIRS
/ CAPITOL AVENUE 0 s A
3 TREES AND 14 SHRUBS 3 TREES AND 14 SHRUBS T i
/ WA Phaw (GO 223 - 200
[t SN MPERVOUS
/8 ROVED BY PLANN!NG A PLANT PALETTE
/ NRARARAA
/ 7J /X2 S, COMMON NAME SCIENTIFIC NAME SIZE owrY.
f% HL | HONEYLOCUST Geditsia trioconthos 1-1/2"Co. | 8
1%
7 E w |urne LEAF UNDEN Tia cordoto 1-12col | 7
Z émf 0 - ’f— / ( SS | SPRING SNOW CRABAPPLE | Molus 'Spring Snow’ 1-1/2" Cal. 1
ml-E DATE a (G |macic career sPirRea Spiroea joponica ‘Mogic Corpet’ 2 Gallon 3
g 3
H X4 | weow AasH sPirea Suirosa jponica Weon Alash’ 2 Gallon °
21
556 | EcHny GLOBE ARBORVITAE | mujo occidentatis *Techny Giove® 2 Gollon st u I 0
— architecture + design. pc
925 Basin Avenue, Suite #5
Bismarck, ND 58504
(701) 255-1622
APPROYED BY FORESTRY ¥ —
B
TYPICAL SECTION—REINFORCED RETAINING WALL nrs
RETAINING WALL NOTES ] £
.
O WIS SR s e T s
ME WALL SHALL BE SUBMITTED TO OMNER FOR THER APPROVAL Landscape Plan
B RETANNG WAL SHALL HAVE COUPACTED SAKD OR CRAVEL BACKFILL WIH APERVOUS FLL
MATERIAL AT TOP PORNION OF WALL.
#uxummﬂxmﬂmn‘wﬂﬂmrmvsumﬂum g
@;}mﬂmmmuuxmzmrm TO ALLOW DRANACE AWAY FRO 0 20" 40" FOR REGULATORY
rone o conmcron e s, ST 0 B AL O AR CPEATOS ] g
WARRANTY // DISCLABER SAFETY NONCE TO CONTRACTOR SULL SUBMT DETALED DESION CALCULATIONS AND FINAL RETANNG WALL » 1" = 20" -
e e — e ot gy memied st aiers| | T e o7 ety s wntes we momz e | CALL BEFORE YOU DIG Coprgp1© 208ty Scosn, sgr 2 0 COURACIDR SULL SUnaT OSTALED DESTY CAGLADNS 10 AL RETANRG WAL SCALE: 17 = 20
with estodiisned proctices of ciwl enginearing. However, the controctor wil be solely ond completely responsdle for wey enly cnd have net Beax hdmndently wriied by ve owwr or Bs ANl rights reserved. port of this drowing may be used or reproduced CALCULATIONS ANO DRAMINGS SHALL BE PREPARED ANO SEALED 8Y A PROFESSONAL NGVD 29 DATUM CONSTRUCTION
neither Swenson, & Ca nor its personnel con or do conditions of the jpb s, inchuding salety of of parsons representotives. he Controctor sholl determine the exoct locotion NORTH DAKOTA £ freks 5, sy SINL. the & 35 writlen Fssion of ENGNEER DXPORENCED IN SECMONTED RETAINING WALL DESCN AND UCENSED N IME STATE
St D pens on coieled st e et || R ey et et e it o oy | | o e o dcmepes e o o¢ secenined by e Comvocirs - | UTILITIES UNDERGROUND LOCATION SERVICE Swenson tiogen & & A e L :
e orees consboation on’ & A8 e sosh eainess noed. oATT 13 erocty Tocate ond petestes ony and oF undegromd uiteR 1-800-795-0555 .




